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AL-KO SPARE WHEEL CARRIER
Compatible Carrier Identification
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Due to a policy of continuous product improvement, AL-KO reserves the right to change technical specifications. Rev Date: 09/13. Issue 01.

SteP 1
Measure distance between the chassis members (Fig 1) and 
refer to table 1 to determine correct part number.

SteP 2
Check which tyre size is fitted to your caravan (eg. 185 R14).

SteP 3
Measure the distance marked ‘X’ on the caravan chassis main 
member (Fig. 2).

SteP 4
Compare Dimension X against your tyre size using table 2. ensure 
it is within the limits for your spare wheel carrier part number.

Part 
Number

Distance Between
Main Members (A)

Weight

1555934 1050 - 1250mm 6.4kg

1556005 1265 - 1515mm 6.8kg
1556159* 1410 - 1715mm 7.7kg
1556010 1465 - 1815mm 7.7kg

Dim X 
(Mm)

Maximum Tyre Size For
1555934

Maximum Tyre Size For 
1556005, 1556159 & 1556010

75 155 R13 175 R13, 175 R14, 175/70 R14
85 165 R13 185 R13, 185 R14
95 175 R13, 175 R14, 175/70 R14 195 R13, 195 R14, 195/70 R14
105 185 R14 205/70 R14, 205/70 R15
115 195/70 R14 205/70 R14, 205/70 R15
125 205/70 R14, 205/70 R15 -

Measure distance between bottom of spare wheel 
carrier fixing hole to the top of the chassis member.

X

Measure distance between the outside edge of the 
chassis members.

A

Fig. 2

table 2

table 1

* 1556159 is a pre-assembled carrier.


